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Important Safety Instructions

When installing and using this electrical equipment, basic safety precautions should alwdgs/eé, fisicluding the following:

READ AND FOLLOW ALL INSTRUCTIONS

1.

2.

9.

WARNNG: To reduce the risk of injury, do not permit children to use this product unless they are closely supervised at ¢
times.
WARNNG. A wire connector is provided on this unit to connect a minimum 6 AWG (4.11 mm) solid coppetoconduc
between this unit and any metal equipment, metal enclosures of electrical equipment, metal water pipe, dr condui
within 5 feet (1.5m) of the unit.
DANGER REKKOFINJLRY (For cord and plug connected units):

a. Replace damaged cord immediately

b. Do not bury cat

c. Connect to a grounded, grounding type receptacle only.
WARNNG. (For units with a Ground Fault Circuit Interrupter (GFCI): This product is provided with a Grounaiault Cir
IVE EEU%S E '& / }v 8Z v }( 83Z <% [* %o }fedEefojaach asB |Wittkthe produgt 3§ o
}% E S]VP % @& ¢ SZ ~§ 5 ussS}v v §Z '& [/ §Z % <*Z}po Vv}S }% E S X
product should now operate normally. If the spa fails to operate in this manner, there is a ground curnegt flowi
indicating a possible electric shock. Disconnect the power until the fault has beefieideamtil corrected by a certified
licensed electrician.
WARNNG: (For permanently installed units):
The electrical supply for this product must include a suitably rated switch or circugbrealpen all ungrounded
supply conductors to comply with Section 442-20 of the National Electric Code. ARAI7ONED87. In addition, all 230
volt installations must be protected by a 230 volt Ground Fault Circuit Interrupter @ GIF-@l circuit breaker used in
the house panel must read current returning through the neutral conductor. 230 volt 2 conductoirGfCireakers
will not operate correctly for your application.
DANGER REK OF ACODENTALDROWNING: Extreme caution must be exercised to prevent unauthorized access by
children. To avoid accidents, ensure that they cannot use this spa unless they are supervised atFadl tnéisional
protection,usea cover which is classified by the Underwriters Laboratories meeting ASTM F1346-91 requirements. The
cover supplied by the manufacturer meets these requirements.
DANGER RIKKOFINJILRY If your spa is equipped with suction fittingse suction fittings in this spa are sized to match
the specific water flow created by the pump. Should the need arise to replace the suction fittings or thbegsump,
that the flow rates are compatible. Never operate spa if suction fittings are broken or missing. Nageraepiction
fitting with one less than the flow rate marked on the original suction fitting.
DANGER RIKOF HECTRE HOCK: Install at least 5 feet (1.5m) from all metal surfaces. As an alternative, a spa may be
installed within 5 feet (1.5m) of metal surfaces if each metal surface is permanently connected by a r@iAWGEN
(4.11 mm) solid copper conductor to the wire connector on the terminal box that is provided for this purpose.
DANGER RKKOFBECTRE SHOCK: Do not permit any electric appliance, such as light, telephone, radio, or television,
within 5 feet (1.5m) of a spa.

10. WARNNG TORBUCETHERIKOFINJLRY

a. The water in a spa should never exceed 104°F (40°C). Water temperatures between 100°F (38°C) and 104°F
(40°C) are considered safe for a healthy adult. Lower water temperatures are recommended for your children
and when spa use exceeds 10 minutes.

b. Since excessive water temperatures have high potential for fetal damage during the early months of pregnanc
pregnant or possibly pregnant women should limit spa water temperatures to 100°F (38°C).

c. Before entering spa, the user should measure the water temperature with an accurate thermometer since the
tolerances of water temperature-regulating devices vary.

d. The use of alcohol, drugs, or medication before or during spa use may lead to unconsciousness with the
possibility of drowning.

e. Persons suffering from obesity or with a medical history of heart disease, low or high blood pressateygircul
system problems, or diabetes should consult a physician before using a spa.

f.  Persons using medication should consult a physician before using a spa since some medication may induce
drowsiness while other medication may affect heart rate, blood pressure, and circulation.

(Safety instructions continued on next page)
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11.

12.

WARNNG,
a. People with infectious diseases should not use a spa or hot tub.
b. To avoid injury, exercise care when entering or exiting a spa or hot tub.
c. Do not use a spa or hot tub immediately following strenuous exercise.
d. Prolonged immersion in a spa or hot tub may be injurious to your health.
Castion: D Jv3 Jv A 8§ E Z u]*SEC ]v }E v S} uvpu( SUE E[e JVveSEM S]}tveX

Your spa can be a source of great pleasure. It offers healthful stimulating recreation and is a delightfidrftor g®u, your
family and friends. However, it contains large quantities of water and is deep enough to present inherent dafegarsito |
health unless the following safety rules are strictly observed.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

Newer pemit the spato be used unlessit isattended by at least one person other than the bather.
Someone should be present to lend assistance if the bather should be in trouble due to injuries, cramps, or drowning,
especially in case of children.
Aways use care inand around your pa
The spa has many rigid, unyielding parts and many areas that become wet and slippery; these are all potentially
dangerous when rough play is permitted or if care is not used, particularly when entering or leaving the spa.
Keepthe water sanitary and heathful at all times.
Your filter system will remove suspended particles from the water. Regular application of spalshemioper
guantities will destroy harmful bacteria and prevent formation of algae. Your surface skimmer will reseci# lleaves,
and other debris from the water surface. Unsanitary water is a serious health hazard.
The water in your sppamust NOT ke warmer than 100°- 104° F(38°-40°Q.

0A Ce | % Vv ME § 3Z CEulu § E ]Jv §Z A 3§ E He CIUE *% [+ 5Z Eu}es
shatterproof thermometer with increments of one degree or less.
The National Spa and Pool Institute consider a temperature of 100°F (38°C) safe and comfortable for a healthy adult.
Most healthy adults can enjoy this water temperature for as long as desired, although it may raise the body temperatur
to the water temperature and eventually become uncomfortable (like a fever). At higher water temperatures the soakin
time should be shorter; never soak for more than 20 minutes when the water temperat®2°s(39°C) or higher. If
you are planning a long rest in the spa, lower the water temperature closer to normal body temperature, about 99°F
(37.2°C). Some people find even lower water temperatures relaxing and pleasing. Try different water temperatures in t
98°102°F (36.6°-39°C) range until you find what temperatures suit you best.
Hot water can raise the body temperature high enough to cause heat sroke.
This can be fatal even to healthy adults. If you have any questions about your own fithess or whether youaghiould so
the spa, check with your physician.
Polonged immersion in hot water mayinduce hyperthemia.
Hyperthermia occurs when internal body temperature reaches a level several degrees above the normal body
temperature of 98.6°F (36.6°C). The symptoms of hyperthermia include: (1) dizziness, (2) fainting, (3) drowsiness, (4)
lethargy, (5) increases in the internal body temperature. The effects of hyperthermia include: (1) unawareness of
impending hazard, (2) failure to perceive heat, (3) failure to recognize the need to exit spa, (4) phystgabiexiili
spa, (5) unconsciousness resulting in danger of drowning.
WARNNG: The use of almhol, drugs, or medication can greatly increase the risk of fatal hyperthemmia in hot tubsor spes.
Despite the popular image of people in spas drinking wine or other alcoholic beverages, DO NOT usdelarhgks
before or during spa use. Alcohol is a depressant which causes slowed reflexes and drowsiness, especiallyoin conjunc
with the relaxed soaking in hot water. This can lead to sleep or unconsciousness and possibly resulb@ thsingi
your spa with other people who are also drinking is not a preventative measure since they are likely to become similarl
affected by the combinations of alcohol and hot water soaking.
Soaking in hot water causes changes in the circulatory system, such as enlargement of blood vessels near the skin.
Therefore, people with a medical history of heart disease, circulatory problems, diabetes, high ordqwessare
should check with their physician before using spas. Additionally, people taking medicasons drawsiness, such as
tranquilizers, narcotics, antihistamines, or anticoagulants should not use spas agkimg their physician.
If equipped, broken or misshgdrain covers stould be replaced immediately.
Accidents can occur when long hair or a body part is trapped by suction from a drain or outlet whoisehroken or
removed. Children are particularly vulnerable, and they should be warned against danger.
WARNNG: Do not use electrical appliances in or around your spa. Do not use glass or other breakable items in or arour
your spa. Do not remove spa cabinet panels and attempt to make repairs. Do not attempt efeplical Retain a
certified licensed electrician.
This gpaisfor restential useonly. It is not intended for commercial use.

SAVE THESE INSTRUCTONS
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Sdecting electrical mode and alocation

%0 WARNNG DO NOT STARESPASOUTBDOORSWTHOUT PROPERWATER LEVHEL

A spa stored outside in direct sun, without proper water level, uncovered or under a tarp/cover, can accumulated temperatures that will damage tl
spa its components and void the warranty. Only store an empty spa indoors or in the shade.

%o  WIll you operate the spaon 120 or240 wltsheaer?

Your spa comes ready to plug into a standard 120 volt / 15 amp outlet for power. However, the heater can be converted from 120 volt 1000 watt:
240 volt 4000 watts, with a hard-wired power supply installed by a licensed certified electrician. Please read tigptfohelyg with your decision.
120wlts: When connected with the 120 volt plug, the heater is 1000 watts and operates only in the low speed filtration mode. When the jet pum
operates, the heater will turn off. This means the water will begin to cool while using the jet pump and the heat recovery timemgktdkan it

will if wired 240 volts. Many find this adequate due to their mild climate or shorter length of usage. Additionallyefeangto hire an

electrician for the installation.

240wilts: When hard-wired to a 240 volt power supply, the heater is 4000 watts. It can operate on a 30 or 50 amp service.

On a30amp rvice the heater will not operate with the jet pump. However, the higher heater wattage will greatly increase the hveatrec

time. The 30 amp circuit is often selected when there is limited available power as seen in some older homes.

On a50amp rvice the heater will operate with both high and low speed. This means the spa will heat while you operate the jet pump.

%o If you have deddedto gperate your spa on 120 wlts, will your eledrical cord reach an outlet?

Locate your spa so that the GFCI plug and cord will reach a standard 120 volt / 15 amp outlet*, but not closer than 5 feet (1.5m). Do not use an
extension cord. Use of an extension cord will void your warranty. To extend the power cord, with a Philips screw driver remove the access door
shown in Fig 1A, locate the coiled GFCI cord, uncoil and extend the cord as shown ifBigré Ahat the cord is routed through the notch at the

lower center of the opening before reinstalling the access door. Do not connect to the outlet until the spa is filled with water (see page 8).

%o If you have deddedto anwvert your spa to 240 wlts, a certified licensed electrician is required for the electrical installation. In this case,

you may want to consult with your electrician before final positioning of your spa. Have your electrician sk2 padmsconversion instructions.

%o Is pemitting required for construction, elecrical, or barriers?

Most cities and counties require permits for exterior construction and electrical circuits. Some areas have codes requiring barriers such as fencin
and/or self-closing gates on property to prevent unsupervised access to the property by children. Your local code enforcement department can
provide information on which permits may be required and how to obtain them before delivery of your spa

%0 Isthe support suface adequate to support the weight of the spa?

Provide a solid flat level load-bearing surface. The surface must provide a solid foundation with a minimum load beayirg X2ppoitnds per

square foot §93 kg per square meter). Concrete slabs and decks must be designed to support this weight.

Waming Your spa is constructed of a very resilient and flexible polymeric material. It is designed to flex as much as 2 inches (5cm) without dan
However, overfilling the spa and/or installing on a non-level surface for extended periods of time can permanently distort the original shape of you
spa, cause structural damage, effect the sealing of the cover and void your warranty.

%o Is the sypport surface impervious b water and adequate to handle water overflow?

The surface must be suitable for a wet location and allow for adequate drainage for overflow water

%o Are there cansiderations for limiting ac@ssby children?

Childproof Your Spa. Plan for limiting access by children. Take precautions such as self-closing, locking gates, access doors, fencing and other
barriers, as dictated by the site.

%o Are there overhead eledrical lines?

Do not locate your spa under overhead power lines or in near proximity to existing buried or exposed electrical circuits.

%o s there adequate room to acessthe frvice doar, drain, filter and insuating cover removal?

If you are installing your spa near a wall or with any type of structure on the outside, such as a gazebo, remember to allow access for service anc
insulating cover removal. . If you are installing a Dream Maker cover lifter, see page 7 for additional detail.

%o Arethere anypilivagy considerations?

*To avoid nuisance circuit breaker tripping, it is best to use an outlet on a circuit which does not supply poyvethteranajor running appliance. This can be checked

by turning off the circuit breaker that supplies the intended outlet and verifying that no other electrical deviecegenevtrk, such as a refrigerator, dishwasher,
washing machine, coffee maker, hair dryer, etc.

Access door.
Your model may vary.




Sm Cover Installation

WARNING  AVOID DROWNING RSK

Failure 1o follow instructions may resut in injury or drowning.

Non-seaured covers ae ahazard.

Keep childrenaway. Reople or ohjeds @nnot be seen under the mver.

Beause of ertrapment possbility, remove cover completely before entry of bathers.

Excess weight can break the insuating foam, bend the steel reinforcement and damage the mver. Do not dlow people or pets © stand or si
on the mwer. Do not alow loads uch as srow, leavesor arything eke b accumulate on the mver. Do not usethe mver as atable.

X X X X X

Caition, to avoid damage to the cver dwaysremove the cover while adding dhemicals b the spawater. Thswill prevent damaging chemical vepors
from being frapped under the spacover. These vapors @n prematurely damage the cover material and voi the warranty.

When properly installed, the cover supplied with your spa meets the Manual Safety Cover requirements of ASTM F1346-

If you are installing your spa near a wall or with any type of structure on the outside, such as a gazebo, remember to allow access for cover remo
If you are installing a Dream Maker cover lifter also, see the diagram below for spacing information and make sure to follow ithesimsthuded
with the lifter.

To deter entrapment by somebody slipping under the carayre that all latches supplied with the cover are securely screwed to the cabinet,
straps are inserted into the latches, the latches are locked and the key is kept in a secure location.

Keep the spa covered when not in use to deter entry by unauthorized persons, reduce the loss of heat, and keep out rain and to keep foreign
materials from settling in the water.
Dream Maker cover lifter spacing

1
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Follow these steps o properly nstall the @ver.

1. Place the spa cover on top of the sfgasure the cover flaps and straps are not under the colzesure the cover is properly seated in its

final position.

2. Each strap is supplied with a cabinet latch snapped in place. Leave the cabinet latches at the end of the straps, but remove the bag
containing the screws and while lightly pulling downward on a strap, mark the center bottom of the latch (fig 1). A piece of tape may be
good method to do this. Mark each remaining strap in the same way.

Remove the strap by pinching the two barbs of the strap as indicated (fig 2).
4. Hold the cabinet latch on the mark and using a Phillips screwdriver, drive three screws through the holes in the cabinet latch and into the

outside of the spa (fig 3).

5.  While the spais not in use place the cover on top of the spa and snap all straps into the cabinet latches. To further protect against entry
lock each latch by quarter turning the key clockwise (fig 4). Store the key in a secure place.

H
B

w

Fig 3

Fig 2




Flling Yaur Spa

Warning! Your spa is constructed of a very resilient and flexible polymeric material. It is diésifiere as much as 2
inches (5cm) without damage. However, overfilling the spa and/or installing on a non-lexsd furéxtended periods of
time can permanently distort the original shape of your spa, cause structural damage, effeclinigeo$¢lae cover and
void your warranty.

Remove the access door (Fig 1) and ensure the drain valve is closed and the cap is s@cure (fig 2

Place a garden hose into filter area (Fig 3) and fill the spa with cold (never warm or hot) water 6 ® (@ %nich20 cm)
below the top edge of the spa (Fig 2lijhere is not enough water in your spa, the pump may suck air into the plumbing
system thereby damaging the pump or heater, and void the warrahtw }$ }A E (JooU + 3Z <% [« A § &
each person enters the spa. Always keep the spa water level above the jet openings.

Fig2.1 |6 to8inches (15to 20 cm)

| f
\
\”f’\ xﬁ“‘/

| f
| J

Draining the spa

Draining your spa on a regular basis rids the spa of dissolved solids and protects your spa equipmengffiectstaf
residual calcium hardness and total alkalinity problems. Depending upon usage, it may be as d@tgritasewnonths.

To drain the spa follow these steps:
1. Turn power off to the spa.
2. Remove the access door (Fig 1) and locate the drain valve (Fig 2). .
3. Ersure that the drain valve is in the off position (as shown in figure 2). Remaaptligig 2) and attaeh
standard garden hose to the drain valve (Fig 4).

Fig 4

—

Valve in open
position

Garden hoss

4. Route the garden hose to a sewer drain capable of safely assimilating 300 plus gallonsofM&tit yvhich may
contain both unsanitary contaminants and chemical residue. Open the drain valve (as shown in Figpd). The s
drains slowly.

The spa can only drain to the lowest jet. It may be necessary to manually remove the remaining water.
Before refilling your spa, ensure that the drain valve is in the off position andotiseesecured (Fig 2

o o



System Operation

Initial Sart-Up

When your Spa is first activated, it will perform a self-diagnostics test showimgsaoé@umbers followed by Pr, then by
--along with the low speed pump for approximately 7 minutes total. Also the internal clock thaitiesbyof the filtration
cycles every 12 hours will start at that point. The system is preset to heat up to 20T 4nd it is also preset to run on
low speed for two hours (F2If after the first 7 minutes water is not flowing from the jets you may need to purge the
pump. Please see page 22.

Temperature Adjustment

70° F-104° F (21°C-40° C)

When either of the temperature pad@) or © are pressed once, the LCD will display the temperature which has been
set. Each time either one of this pads are pressed again, the temperature will change by 1°, Aftets5 thecbCD will
automatically display the current spa temperature.

Jts

Press the® pad to power the pump. The pump will sequence with each presstpad as followslow flow t high
flow t off. If left running, the high flow pump will automatically turn off after 30 minutes ldowiri two hours). These
time out durations can be adjusted. See page 14 for details.

Adjustable LED Light

To turn the light on, press thé® Dbutton. Press again to turn it off. To adjust the color modes, pre@tlhmtton
immediately after turning it off. The light will come back on in a new color mode. Each time you repeat this procedure
the light will cycle to a new color mode, as shown below. If left on, the light will automatically aftardtiur hours.

1. Color wheel. The light will slowly blend cycle 6. Light green.
through the colors. 7. Dark green.
2. Agua white. 8. Red.
3. Light blue. 9. Step sequence through the colors.
4. Violet. 10. Very slow color wheel.
5. Dark blue. 11. Back to #1.
Sa Water Maintenance

This function enables you to program the amount of water filtration time.
Press® or © then @ toenterthe programming mode.
Once in the programming mode pre@ or ¥ to select the filtration time.

F21In this mode the water will be filtered for 2 hours every 12 hours.
F41n this mode the water will be filtered for 4 hours every 12 hours.
F61n this mode the water will be filtered for 6 hours every 12 hours.
F8In this mode the water will be filtered for 8 hours every 12 hours.
FCIn this mode the water will be filtered continuously.

To exit press



Sandby Mode (SY)

This function allows you to disable the equipment without disturbing programmed filtration time, when thredjltiees
service.

Press ® until it reaches 70° F (21° C), tiveithin a couple of seconds press it one more time to enter the standby mode.
The display will show SY. All spa functions are disabled except for freeze Aftatrgbu have serviced your filter press
any button to return to normal operation. You will haveeset your desired temperature (see Temperature Adjustment
page 9.

Soa heating modes

Your spa is factory set to Standard Heating (ST) mddes. mode operates the heater whenever needed to maintain the
programmed spa water temperature. (See Temperature Adjustment page 9

Advanced Optional Settings

You have the option to enable other heating modes as explained below: standard, economy and sledye fhesma
heating modes you must do the following steps.

Your model may vary

1. Turn off power to the spa.

2. Using a Philips screwdriver, remove the equipment access
panel as shown.

3. Remove the control box cover by removing the two bottom

screws, slide the cover up and then pull forward.

Slide dip switch 7 to thaf position. See page 14 for referen

5. Reinstall the control box cover and the equipment access
before turning the power on. Control box cover

| Equipment | |/
|| access panel

»

These heating modes offer the ability to control your heater in one of three ways: standaamngor sleep. Your spa is
preset at the factory to Standard Mode. However, the Standard Heating Mode can be changed to Economipyor Slee
pressing@ then® . With each pressing @ then@, the display will cycle through the three different modes
described below. Note: by press@then@, you will not see the heating mode the spa is currently set to, but rather it
will advance to the next mode. It is the last mode seen in the display that will be the new hedtnggtting.

x Sandard Mode (): Your spa is preset to this mode. This mode operates the heater whenever needed to maintai
the programmed spa water temperature. (See Temperature Adjustment page 9

x Economy Mode (Ec): This mode operates the heater only during programmed Filtering Cycles (See Spa Water
Filtration Settings above). This mode is ideal for areas that charge a premium for electricity during pe@kibours
mode will maintain the thermostat setting. If it does not reach the thermostat setting, you may have to allow for
more heating time by increasing the filtration cycles.

x Seep Mode (): This mode works in the same manner as the Economy Mode except the thermostat setting is
automatically lowered by 20 degrees. This mode is best suited for extended leaves fromheonitasanot
important to maintain constant water temperature, such as vacations or business trips.

mmer St Temperature

In extremely hot weather, it is possible for water temperature to exceed the temperature settinge$hecially
common when your temperature setting is lower than air temperature. If the water temperaturedexbegemperature
setting more than 3°F (1.5°C), the pump will stop running automatically except during fiier &yamlmal operation will
resume when the water temperature cools to below the setting, or the setting is increased abovéethienvperature.

1C



MESSAGE

MEANING

ACTION REQUIRED

No message on display. Power
has been cut off to the spa.

The control panel will be disabled until power returns
Spa settings will be preserved until next power up.

Temperature unknown.

After the pump has been running for one
minutes, the temperature will be displayed.

HH

Overheat -The spa has shut
down. One of the sensors has
detected 118°F (47°C) at the
heater.

DO NOT ENTER THE WATER. Remove the spa cov|
allow water to cool. Once the heater has cooled, resg
by pushing any button. If spa does not reset, shut off
power to the spa and call your dealer or service
organization.

OH

Overheat" -The spa has shut
down. One of the sensors has
detected that the spa water is
110°F (43°C

DO NOT ENTER THE WATER. Remove the spa cov|
allow water to cool. At 107°F (41°C), the spa should
automatically reset. If spa does not reset, shut off the
power to the spa and call your dealer or service
organization

1C

Ice -Potential freeze condition
detected.

No action required. The pump will automatically activ
regardless of spa status.

SA

Spa is shut down. The sensor
that is plugged into the "A" jack
is not working.

If the problem persists, contact your dealer or service
organization. (May appear temporarily in an overheat
situation and disappear when the heater cools.)

Sb

Spa is shut down. The sensor
that is plugged into the "B" jack
is not working.

If the problem persists, contact your dealer or service
organization. (May appear temporarily in an overheat
situation and disappear when the heater cools.)

SN

Sensors are out of balance. If
alternating with spa
temperature, it may just be a
temporary condition. If flashing
by itself, spa is shut down.

If the problem persists, contact your dealer or service
organization.

HL

A significant difference betweel
temperature sensors has been
detected. This could indicate a
flow problem.

Check water level in spa. Refill if necessary. If the we
level is okay, make sure the pumps have been prime
problem persists, contact your dealer or service
organization.

LF

Persistent low flow problems.
(Displays on the fifth occurrenc
of "HL" message within 24
hours.) Heater is shut down, by
other spa functions continue to
run normally.

Follow action required for "HL" message. Heating
capability of the spa will not reset automatically; you
may press any button to reset.

dr

Possible inadequate water, pod
flow, or air bubbles in the
heater. Spa is shut down for 15
minutes.

Water level in spa. Refill if necessary. If water level ig
okay, make sure the pumps have been primed. Press
button to reset, or this message automatically will res
within 15 minutes. If problem persists, contact your
dealer or service organization.

DY

Water detected in heater.
(Displays on third occurrence o
"DR" message.) Spa is shut

down.

Follow action required for "dr" message. Spa will not
automatically reset. Press any button to reset.
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FOR THE ELECTRICIAN, CONVERSION FROM 120V TO 240V

Installations that do not adhere to these instructions can expose wser's © eledric shodc and will void the warranty.

RS101 PN 56403-05

11-15-16 L1VAC-B  J20 AU F

i

The conversion of the HU2 equipment package, from a factory insta

120 volt system to a hardwired 120/240volt system, must be JOMPER POSTTION = [T

PP f ; ; IF HEATER 15 240V g kg "7*| | Bl
completed by a certified licensed electrician. This procedure will = S [momoomoo] A e [0 Jpmmm

e & | TR
convert the heater from 120 volts (1000 watts) to 240 volts (4000 L 3| | o Fwzn) 2 e
watts). All other electrical components will remain 120 volts, so it wi| Eser ore surmes 10 10 S - T
. Lo . . OFF WITH 240V HEATER. o ) K 1o 8

be necessary to include a neutral wire in the new electrical service. ® i =D

)|  BONDING GROUND 115V 115'-' - K2 J2s &3
=

( INSTALLED)

=

will also be necessary to select how the heater will operate, thereby
dictating the size of the new electrical service. If the heater will
operate only when the low-speed pump is running, then a 30 amp
service will be used and the #10 dip switch will be set todlaeamp
position (page 14). If the heater will operate when both high and low

w
=
=1
B
=

PUMP 1

ADD LINE 2
FOR 240V HEATER

VS100C

P/N 24084_X1

H
o

SENSR B

. L . REMOVE JUMPER SENSOR A
speed pumps are running, then a 50 amp service is required and thg FOR 240 HEATER ]
#10 dip switch will be sgt in thegh am.ppos_ltlon (page 14) L 1 [
Regardless of your choice, the following will also have to be done. T 'sect com FoR 1e0uA INSTALLATION OV 1.0 K4 @ 120VAC
240VAC INSTALLATION MUST BE HARDWIRED. 4.0 KW @ 240VAC

ELECTRICAL CONNECTION LOCATIONS

AT L)Lk

BIG EZ & ODYSSEY

EZ SPA & EZL
(FA2) (ES2) (EB2) (0D2)

Remove and discard the 120 volt GFCI power cord.

Remove and discard the white wire jumper between J28 and J57 (dotted line shown in above diagram.

On J11, install small black jumper block on the two pins.

Move #10 dip switch to proper position: low amp for a 30 amp service, or high am@®farmg Service.

When supplying the new 4 wire service, connect line 2 to the terminal indicated by the dotted line in the above

diagram.
Additional wiring information:

aprwnPE

GRQ PROTECTION: The new service must be protected with by a GFCI and a disconnect switch. The National Electrical Cotieatespsiseconnected to 240 volts
circuits be equipped with a GFCI and disconnect switch. See National Electric Code Articles 680-#2 aftl 6&0ies spas are not equipped with a 240 volt GFCI or
a disconnect switch. A GFCI must be installed by a certified licensed electrician.

OUTDOORLOAD (ENTER The addition of an outdoor load center such as a Siemens W0408ML 1125 or equal must be added to the circuit. This typeeof load cent
provides both a GFCI and Disconnect Switch in a convenient configuration as required by the Nation@bHted{Bee next page for suggested wiring configuration)

ISOLATED, DEDICATED 240 VOL T, 30 CR50 AMP ARCUITSARE RBQUIRED  An isolated, dedicated 240 volt, 30 or 50 amp circuit is required to provide the power
necessary to properly operate the 240V equipment package.

PERMANENTLYHARDWIRED: All 240 volt operations wiring must be permanently hard wired, installed in grounded conduit and installed in complidhee with
National Electrical Code and all local codes. Do not use an extension cord. Use of an extension @bttewilavcanty.

WIRE 9ZNG MUST MEET BLECTRICAL GODES  All installations are different. Wire sizing must meet the National Electrical Code and all logaécifidat®ns.

See next pages for more conversion details
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FOR THE ELECTRICIAN, ELECTRICAL DATA
WARNING: Shock Hazard! Under No Circumstances Shoul  d This Spa Be Installed By Anyone

Other Than A Certified Licensed Electrician!

REQUIRED WIRING FOR 240 VOLT INSTALLATION

OFF || OFF || OFF

EliEINE

ON ON ON
RED (HOT)
—«—BLK (HOT)

EINIESIEINEINIEIES)

GFCI Load Center ; Bottom View of G.F.C.I

(Square D)

Front View of G.F.C.I (Square D)

@

RN (GROUND)
TWHT (NEUTRAL)
RED (HOT)

|
\"‘ :
s\\\
A ] | DXISTING BOND WIRE
= ' | NEUTRAL WHITE
- LINE 2 RED (HOT}
GERD&“D' : | LINE 1 BLACK {HOT)
| r TB1
— | |

N— L ey
N Y, \_ e

Al wwfr]g MUSI be inaccardancewith the National Hectrical Cale and al local codes
13




FORTHE HEC'RCRN, DIP ETTINGS56403-05

MAIN FOWER TO SY SEM SHOULD BETURNED OH-BEFORE ADJUSTING DIP

DIP

SETTINGS

—

SMTCHES
TEST MOLCEOHF TESTMOLEON
-
POLL B/ERY30 MINS q POLL B/ERY 90 MINS
2
DUPLEX PANEL MINI PANEL
3
N AMUST BEOHR h N AMUSTBEOHR
4
S RUMPTABLE q S RUMPTABLE
5
60HZ OFERATION h 50HZ OFRATION
6
SID, BEBON 8P ALLOWDD q STANDARD MOLCEONLY
7
DEGREESFAHRENHAET h DEGREESCHAUS
8
S RUMPTABILE h S RUMPTABLE
9
HIGH AMP t HEATW/PLHI LOW AMP t NOHEATW/PLH
10 )
PUMP TIMEOUTS TABLE
Switch 5 Switch 9 Low speed High speed
Off Off 2 Hours 15 Minutes
On off
2 Hours 30 Minutes
Off On 15 Minutes | 15 Minutes
on On 30 Minutes | 30 Minutes
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SHMMERFLTER A.EANING ORRELACEMENT OF THEFLTER CARTRDGE

LT

I'!!!!:ll i

T
I
Bl

o R 4

End nut

s S5

dZ *% [+ pS}u 8] <pCE( * | ] uo rgmdveHlohting ddi*is and contaminants such as body lotions by drawing
water through a specially formulated filter cartridge element. It is critical that this element
be routinely cleaned.

End nut Filter
cartridge
Filter
cartridge
ToCkanthe Catridge

1. Never operate the spa without the filter cartridge in place. It is difficult to remove the filter cartridge while ¢héswat
flowing. Also, there is a risk that debris may be draw into the plumbing system, damage the pump and void the
warranty. Place system on Standby Mode (page 10) or disconnect power.

Remove the end nut by turning it counter clockwise.

Pull the filter cartridge straight up and out of the skimmer filter.

4. At this point you can install a new filter cartridge and proceed to the next step. To clean the filter cartridgm take
area where the run off drains to a sewer drain capable of safely assimilating the water which may contain both
unsanitary contaminants and chemical residue. Thoroughly rinse with the high pressure from aagedsnilthe
filter cartridge is free of dirt and debris.

5. Return the cartridge to the filter well by following steps 1- 4 in reverse order.

wn

Air injection Venturi
Adjustment

Air injection into the massage jet water|
flow may be controlled by manipulation
of the venture dials located on either si
of the spa. Each dial is independent arj
controls up to 5 jets respectively.




Water Chemistry

Spa water chemistry (or water balance) affects the safety of your equipment as well as the
appearance of your spa water. Water balance has five factors: pH, total alkalinity, calcium
hardness, temperature and total dissolved solids. pH is the most critical but total alkalinity and
calcium hardness must also be watched closely. Low calcium hardness can lead to corrosion of
equipment, while high calcium hardness can lead to scaling, cloudy water and staining. Water
temperature should never exceed 104°F (40°C), and total dissolved solids should be kept below
1500 PPM.

Algicidal and sanitizing chemicals are either alkaline or acid. Sodium and calcium hyprochlorites
are alkaline. Chlorine gas and practically all other dry chlorine spa products are acid. On the
PDUNHW DUH D QXPEHU RI EURPLQH VDQLWL]JHUV %URPIPQMNDDU
strong chlorine odor.

SEE YOUR SPA WATER EXPERT FOR ADDITIONAL INFORMATIO N
Damage due to improper chemistry will void warranty

1. Check and adjust water conditions. You must maintain proper chemical balance to insure safe
sanitary conditions and to prevent your spa from becoming a breeding place for bacteria. This is
done by:

A. Test daily and maintain pH between 7.2 and 7.8. Adjust if necessary, above 7.8 use pH
decrease, if below 7.2 use pH Increase. Improper pH can damage spa finish, equipment,
FDXVH H\H LUULWDWLRQ DQG FKHPLFDO ORVV 8VH GRVDJH D

B. Test alkalinity and maintain at 80 ppm to 140 ppm. Adjust if necessary, above 140 ppm use
pH Decrease, if below 80 ppm use Total Alkalinity Control. Use dosage according to
PDQXIDFWXUHUYV ODEHO

& 7HVW GDLO\ DQG PDLQWDLQ SURSHU VDQLWL]J]HU OHYHO ,WT

and maintain bromine at 3.0
5.0 ppm. Typically two or three bathers relaxing in an average spa with 103°F (39.4°C)
temperature will consume all the bromine sanitizer in about twenty minutes. Therefore,
prolonged or heavy use may require additional bromine to maintain safe sanitary conditions.

" 36KRFN’~ ZLMhKribe §p&k) once a week and after each water change. Do not use
spa until the bromine residual has dropped to less than 5.0 ppm. NOTE: Improper pH will
cause early corrosion to your pump. Corrosion is not handled under any warranty.

SPA MAINTENANCE SCHEDULE

DAILY

Test and maintain pH: Ideal range 7.2 - 7.8b.

Test and maintain bromine: ldeal range 3.0 - 5.0 ppm.

WEEKLY
Test and maintain alkalinity 80 - 140 ppm. Shock with a non-chlorine shock.
Add Spa Clear.

MAINTENANCE

Add defoamer as needed.
Inspect filter cartridge every 2 weeks and clean when needed.

16



Water Chemistry (Continued)

It is recommended that the spa be drained regularly depending on its size, location and the
frequency of use.

=

Clean filterandcatULGJH SHULRGLFDOO\ DFFRUGLQJ WR PDQXIDFW

2. Keep the spa covered when not in use to reduce the loss of heat and to keep out leaves,
dirt, and other foreign materials from settling in the water.

3. Since the water capacity of your spa is far less than that of a swimming pool, the chemical
reaction caused by the presence of one or more persons in the spa is more rapid and
pronounced. For these reasons, it is important to frequently check the bromine level, the pH
level and total alkalinity of water then add the prescribed chemicals as necessary to
maintain the proper chemical balances.

4. If questions or doubts arise regarding quantities and timing of chemical applications to your
spa, contact your spa dealer who can assist you in prescribing the correct program for your
spa.

5. Store all chemicals in a cool dry place and in such a manner as to prevent contact by
children and pets.

6. When adding chemicals to your spa water, add to the center of the spa with the pump

operating. Never add chemicals to unheated water as this will affect chemical action.

17



Repladng the LED light.

=

Turn off power to the spa.

Using a Philips screwdriver, remove the panel to the left of the filter (Fig 7.1).

3. Reach in and turn the white holder counter clockwise and gently pull it, with the attached wires, out the
access hole (Fig 7.2).

Pull the LED light out of the light socket (Fig 7.3).

Install a new LED light, attach the white reflector turning clockwise and reattach the panel with the screws.

N

o ks

Fig 7.1

Your model may vary.
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Headrest Indtallation (not available on all models)

Your headrests are designed to not be removed. However, if you need to reinstall the headrest on the spa, follow these steps.

1.

2.

3.

4.

5.

6.

Usng a Phillips screwdriver, remove the cabinet panel(s) directly behind the headrest location.
Locate the two wing nuts and completely remove them turning counterclockwise (fig 1).

Remove the two clear threaded fittings and insert their heads into the two outside holes in the back of the headrest (fig
2). Using a hair blow dryer, heating the plastic around the holes first, may help this step, but is reat.requir

Insert the two clear threaded fittings into the corresponding holes in the spa shell (fig 3).
Turn the wing nuts clockwise until they pull the headrests against the spa shell. Hand tight g sufficie

Reinstall the panels.

Fig 1
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Freeze Protection

DO NOT ALLOW THESPATO FREEZE
Caution, any damage caused by improper winterizing will void the warranty. Yai may want consider contacting a spa
professional for winterizing service.

If the spa is to be stored or transported in temperatures of 32°F (0°C) @, libws critical that the unit be fully
winterized.

To winterize the spa follow these steps:

1 The spa itself must be completely drained of water. See page 8 for draining instructions.

2 The drain valve must be in the open position and the cap removed.

3 Drain the pump by removing the pump wet-end drain plug (Fig 6.1). Leave this pluglauisunte to refill
the spa.

4 The filter cartridge must be removed, dried and stored. See page 15 for instructicemdaing the filter
cartridge.

5 The spa must be inverted (turned upside down) for at least five minutes to facilitatingliafi the internal
plumbing.

CIEANING YOURSPA

Do not use cleaners or compounds containing harsh abrasives. Also, avoid usirdubeaubbing or buffing
compounds. Use a soft liquid cleaner.

CAREOF WEATHER SHE.D COVER
Weather Shield is designed to be easy to maintain. It can be washed or brushed off and rinsed. Proper ca
and cleaning are important to the life of all fabrics.

FOR NORMAL CARE AND CLEANING. Add 2 ounces of mild soap such as Woolite or D

dishwashing liquid to 1 gallon of lukewarm water. Clean the fabric with a "soft bristle brush. Rinse
thoroughly with cold water and air dry.

20



Frequently Asked Questions

1. Why does my spa not shut off?  Your spa is designed to run from the time you plug it in to run until it
reaches your desired temperature. Once desired temperature is reached then you can control the on/off
with the buttons on the top control. For example: On the initial startup the spa will run for
approximately 18 hours to reach 100°F (38°C). At that point the spa will shut off, and t hen the spa
will maintain your desired temperature settings. Keep in mind that anytime power is disrupted
IURP WKH VSD WKH VSD ZLOO UHVHW LWVHOI DQOW XM WQWQOVLW UFL

2. Why does my spa turn on late at night?  The spa is designed to filtrate every 12 hours. The clock
starts the second you plug it in. Recommend unplugging and plugging back in between 7 and 8. This
means the spa will come on every 12 hours at the designated time and filter the amount of time you
have it set for.

3. Why is my spa hotter than it is set for?  If your spa is set for 101°F (38.3°C) but it reads 103°F
(39.4°C) most likely your filter cycle is set too high. Adjust your filter cycle down to the next lower setting
or F2. Remember, when the spa is running to filtrate it is also heating.

4. Why is my spa not heating? All spas heat at approximately 1.5°F (0.8C) per hour. If your water
temperature is 70°F (21°C) when you first fill your spa it will take approx. 20 hours to reach 100°F
(38°C). Remember, it is imperative to keep your safety cover on and the air control valves turned
off while heating.

5. How do | change the light bulb?  See page 18.

6. How many gallons does my spa hold?

Model EZ SPAl EZL | FANTAS) BIG EZ| ODYSSE
First three

characters on ES2 EZL FA2 EB2 OD2

rating plate

Gallons 180 189 170 250 240
Liters 681 716 628 950 904

7. |see water on the floor. What does this mean?  The cover can accumulate condensation between the
seams and run down the sides of the spa. You can verify that water is coming from the cover by
squeezing the seam, or by repositioning the cover so that the seam is on a different side. This only
occurs when the temperature and humidity are at certain levels.
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PURGING THEPUMP

Sometimes after a water change (draining and refilling the spa), or initial start-up of tkieespas no water flowing from
the jets. You may hear the pump operating or even see the shaft of the pump motor turning, but hater flowiag
from the jets. In addition to no flow out of the jets, you may even see an error messagehdid,dOH, HL, or LF. All of
these error messages can be caused by a lack of water flow. When this happens theablg ancdir-lock in the pump.
This air-lock must be purged from the plumbing for the pump to operate normally.

To purge the pump, please follow these steps:
1. Ersure the spais filled 6 to 8 inches (15 to 20 cm) below the top of the spa.

2. Remove the access panel to expose the water pump.

The pipes entering and leaving the pump are connected with large plastic unionsgd thpuair from the pump, one
of these unions will be slightly loosened.

3. Place atowel under the union to be loosened.

4. Using large pliers, slightly turn the union nut counterclockwise (Fig 8). Thisatite a faint hissing sound of the
trapped air escaping the pump. This will be followed by a small squirt of water whichisigriahe to close the
union by turning it back (clockwise). Do not over tighten the union. It is designed to hightand

Fig 8

Plastic Uniong

Large Pliers

Tighten (close)
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Troubleshooting Guide

SITUATION PROBABLE CAUSE ACTION

NO HEAT OR HEAT TOO LOW Operating while spa cover is open. Ensure that spa cover is properly closed.

Dirty filter Remove filter cartridge and clean.

:d™ tKE[d KD KE No power to spa control. Check the GFCI plug, circuit breaker and/or disconnect switch.

NO CONTROL DISPLAY OR FUNC] No power to spa control. Check the GFCI plug, circuit breaker and/or disconnect switch.

LOW WATER FLOW Dirty filter. Remove filter cartridge and clean. Pg. 15

Low water level.

Make sure water level in spa is correct.

NO AIR BUBBLES IN JET

Air control valve in the closed position.

Open venturi dials. Pg. 15.

SPA IS LEAKING
NO SPA LIGHT
SLOW WATER DRAIN

Spa drain valve and cap partially open.

Ensure that drain valve and cap are fully closed. Pg. 8

Burned out bulb.

Replace bulb. Pg. 18

Drain valve not fully opened.

Ensure that valve is fully open. Pg. 8

Dirty filter.

Remove filter cartridge and clean. Pg15

Kinked garden hose

Ensure drain hose is not kinked and is in a downhill direction.

NO WATER FLOW FROM JETS

Air lock in pump

Purge the pump. Pg. 22
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Glossary of Terms

Venturi dials

Mounted on the lip of the spa or at the equipment shroud, to induce air to the jets.
BYRASSCHECKVALVE

Prevents water flow stoppage due to dirty filter.
GONIROLBOX

Basically the brain of the spa. Power is distributed to all functions of the spa, pumps, laghttche
DRAIN VALVE

Used in the draining of the spa, looks like an outdoor faucet and fits a standard garden hose.
ALTER

The filter cleans the spa and removes particles and debris and protects the agfiipme foreign substances.
FOOTWHL

The bottom of a spa where you place your feet.
GFCIPLUG

The electronic switch installed at the end of the power cord to connect to an electrical wall outlet.

HEATER The thermostatically controlled heater raises the temperature of the water to the desired dEhi®es
located under the control box in the equipment area.

FETS
The fittings on your spa that direct the flow of water for massaging action.

pH

ASvoe (JE "WEIS vE]l o (}JE ,C EIP v_ dZ]e ]*e §Z S Eu p*Vv]SE ~ZIPF %2
of the water. The ideal pH for spa water is 7.5.

KIMMERThe skimmer removes surface debris to the filter. The water level in the spa sh&alut bethe proper
range for optimum skimmer operation.

TOPCONTROLPANEL
Mounted on the lip of the spa. The digital panel that controls the spas functions.

24
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If you ordered your spawit§ Z }% 3]}v o }i}v 8}E Jved oo U C}u Vv }v(]EuU §Z]-
plate. The rating plate is located near the floor and equipment access door. As shown below, look in the
option box to confirm the ozonator has been installed. TR} E "K+KE _ Aloo « vX

Roto Ops LLE

Lake Mary, FL

CONFORMS TO UL STD 1583
CERTIFIED TO CAN/CSA STD

€22.2 NO 218.1-M88
ESA % 0000081

ELE
Bilers  [CZ0NE
Ty Date:
FCR INDOQR/OUTDOCR USE Madein the U.8.A

Further to verifying the ozone option is installed on your spa. If you look in the equipment compartment
you will see a small black or blue box, about 2.6 inches by 3.3 inches x 1.3 inches (6.6cm x 8.4cm x 3.3cm)
will be either strapped to the plumbing or mounted on a wall, as shown below.

Ozone is an oxidizer used to sanitize water and air. Ozone is created naturally in the environment during
thunderstorms. The electric charge created by lightning converts the oxygen in the air into ozone. Your
ozonator creates ozone using the same principle. It utilizes a very high electric charge to convert oxygen
Jvd} }i}v X dZ]e }}v ]e 8Z v ]vi & ]Jv8} 8Z % [* A S E «SE u v A
jets. These jets will always produce air bubbles (however fine they may be) while the pump is operating an
are not controlled by the air injector venturi dials.

The oxygen in the air is normally O2. That is a molecule consisting of two atoms of

oxygen. When exposed to a high electrical charg€,axggen atom is added to some

of the O2, forming O3 (ozone). The weak bond holding the third oxygen atom causes

the molecule to be unstable. An oxidation reaction occurs upon any collision between

an ozone molecule and a molecule of a substance that can oxidized, i.e. bacteria,

fungi, mould, yeast, viruses, and forms of metals. The weak Bboxlygen atom

splits off to these substances, leaving oxygen (O2) as a by-product. During this

oxidation reaction, organic molecules are changed and dissolved metals are made no

longer soluble.

Although ozone is more effective than chlorine, chloramines and chlorine dioxide for inactivation of viruses,
Cryptosporidium and Giardia; it dissipates very quickly. For this reason ozone can only be used as a
secondary sanitizer, to enhance the primary sanitizer used to keep your spa safe. You must use a primary
source of sanitizer which is always present in the spa water. Please see the Water Chemistry section of the
s% }Avn@nual for further information about sanitizers.
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Limted Warraty

E uDI E "% *U u vp( SpCE C Z}8} K%D b UXZ 2] { A EE € @Griafty]withirothe heaniAg of Title 1 of the Federal Trade
Commission Improvement Act.

5 Year Shell t Subject to the limitations and exclusions listed herein, Dream Makeantsthe shell portion of the spa, which is deemed as theiooity molded
polyethylene water holding portion of the spa, for a period of five @jsyleom the original date of purchase or six (6) years from datawufacture, whichever period
elapses first, against loss of water through the shell due to defeutiatérial or workmanship.

1 Year Humbing Components t Subject to the limitations and exclusions listed herein, Dream Makentsthe factory installed plumbing components inclgdire hose
pipes, jets, air controls and unions, against leaking due totdéfieworkmanship or materials for a period of one (1) year fhenotiginal date of purchase or two (2) yef
from date of manufacture, whichever period elapses first.

1 Year Hedrical G@mponents t Subject to the limitations and exclusions listed herein, Dream Makeantsthe factory installed electrical components to be free from
defects in material or workmanship, for a period of one (1) yeartheroriginal date of purchase or two (2) years from date of manufaatiniehever period elapses fir§

1 Year Insulating Gover t Subject to the limitations and exclusions listed herein, DreakeMvarrants the factory supplied insulating cover to be free from defects
material or workmanship, for a period of one (1) year from the originalofigerchase or two (2) years from date of manufacture, whicheergogelapses first.

1 Year labor t Subject to the limitations and exclusions listed herein, DreakeiMeill reimburse labor to perform warranty service, at reD | E[* S o0]*Z
work performed, for a period of one (1) year from the original datemafyase or two (2) years from date of manufacture, whichever periodesldipst.

BEdent of Warranty This limited warranty extends solely to the original purchaseDeg@m Maker branded spa, when purchased and originally installeid e
boundaries of the United States. This warranty terminates apgrtransfer of ownership, or if the spa is installed or relocateside the boundaries of the United Statdg
by the original consumer purchaser prior to the expiration of theamty period.

Limitationsand Exdusions

Labor reimbursement does not include routine maintenance ssitiglatening jets, lubricating O-rings, changing/cleariliegsf chemical checks and adjustments, or
anything else that would be considered routine maintenance.

Filters, LED lights, light bulbs, fuses and pump seals aid@@u wearable parts and are excluded from the warranty.

This warranty covers only the spa unit and equipment or caergs used in its manufacture, for the periods stated.

The purchaser is responsible for providing adequate acces$efopa to be properly serviced.

This warranty* Z 00 E v E A} 1(3Z +% Z +lvi3 }E]wS AJ3Z]1825FAv E[+ u vy beibkg Eadhpd toan] extensidvddrd
This warranty shall not apply with respect to any damagesdawsaccident, abuse, misuse, improper installation, expastire or excessive heat, acts of god, or any
damage due to improperly maintained water chemistry.

Necessary maintenance or repairs on your Dream Maker spa genfbened by any company. However, improper or incorrectly performed emainte or repair that
causes damage to your product may void this warranty.

Commercial & rental applications are excluded from all warranty ageer

This warranty does not cover the umbrella (if supplied) beyond defigery discoveries.

This warranty does not cover the rotationally molded polyethybeny for bending, twisting, warping, gloss, texture, fit or dalstness.

Dream Maker does not authorize any party, including its agestsbdtors, or dealers to assume for it any other obligatiorigbility.

Disclaimer
TO THE EXTENT PERMITTED BY LAW, DREAM MAKER BEIRHSRONSIBLE FOR LOSS OF USE OF THE SPA OFENTAERRNCIONSEQUENTIAL COSTS,

EXPENSES, OR DAMAGES, INCLUDING BUT NOT LIMITREMMYAHEF ANY DECK OR CUSTOM FIXTURE OR AREMO®HE OB REINSTALL THE HOT TUIp

NEEDED. ALSO DREAM MAKER SHALL NOT BE RESPANSRBREEOREMOVAL AND/OR RE-INSTALLATION LABORKERANSSOCIATED COST INCURR
OBTAINING WARRANTY SERVICE. ALL COSTS FORRREDMAIAOATION OF THE SPA, OR ANY COMPONENRESAMRINSHELITY OF THE PURCHASEH
EVENT, WILL DREAM MAKER SPAS BE LIABLE FOR ADR GPESEQUENTIAL DAMAGES ARISING FROM THE SBE OORHEOR INJURY TO ANY PERS(
ANY CLAIM FOR DAMAGES ARISING FROM THE USE, INSORLREPKIR OF THE SPA, INCLUDING BUT NOT LIMNTHRTOR WEWAGE COST, CHEMICAL
WATER DAMAGE TO SURROUNDING AREAS, ROOMS, FIURNLBNDECAPING. Some states do not allow the exclusion or liofiiataiental or consequential
damages, so the above limitations may not apply to you. ANY IMFRRIRANTIES, INCLUDING THE IMPLIED WARRANTIES OFABHERTHAND FITNESS FOR 4
PARTICULAR PURPOSE, ARE LIMITED TO THE DURATION OABIHEMWRRRANTY STATED ABOVE.

Some states do not allow limitations on how long an implied warrantylasg so the above limitations may not apply to you.

Warranty Performance
To make a claim under this warranty, contact Dream Maker at 248ZEhaka Road Ste. 1000, Lake Mary, Florida, 32746, Attn: \Waraat| (888) 768-6772 or e-mai
warranty@DreamMakerSpas.co¥ou must give Dream Maker written notice of any warranty cliong aith a copy of your original purchase receipt indicatinglaie
of the purchase, within ten (10) days of the time you discover the.claim
Dream Maker reserves the right to inspect the malfunction or defetcation.
Dream Maker reserves the right to examine photographs prior to repegplacement.
In the case of a shell repair or replacement, Dream Maker wil, gttibn, repair or replace the shell portion of the spa, afdbtory, at the spa installation site or at a
local authorized repair station. Any freight costs incunidicbe equally shared by Dream Maker and the original purchaser.
In the case of replacement components being sent before the defeotiveament is returned, the spa owner must first provide a refbleddeposit, via credit card. Thq
defective component must be returned within 30 days to qualify foll afund of the deposit. Dream Maker cannot accept COD shipniresm Maker will pay for
shipping of the returning defective parts. The spa owner wiktggonsible for shipping charges of replacement part to them.
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Trip charges, if applicable, are not covered under the laboantgrand are the responsibility of the purchaser.

Legal remedes
Le des PN 900001

This warranty gives you specific legal rights, and you may alsothaeweghts which vary from state to state. R9 Eng
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